CARBOGRIT
Anti-Slip Additive for Carbopoxy® and carbopoxy+®

(70978063 / 40 g)

UPDATE

May 1, 2018
Make sure that you have an up-to-date technical data sheet in hand by consulting our website: techniseal.com
Canada and U.S.A.: dial 1 800 465-7325
Others: dial (514) 523-8324 (Canada)

APPLICATIONS

• Garage Floors

DIRECTIONS

Add the entire content (40 g) to a 3.78 L container of CARBOPOXY® or CARBOPOXY®+ Garage Floor Protector. Mix well and stir before applying protector. Apply only to last coat of protector. To make the surface even more anti-slip, add an extra 40 g container to the 3.78 L of Protector.

PACKAGING

<table>
<thead>
<tr>
<th>Product code</th>
<th>Retail Size</th>
<th>Units per box</th>
<th>Units per pallet</th>
</tr>
</thead>
<tbody>
<tr>
<td>70978063</td>
<td>40 g</td>
<td>12</td>
<td>864</td>
</tr>
</tbody>
</table>

WARNING

MAY IRRITATE EYES. MAY IRRITATE SKIN. Do not get in eyes. Do not get on skin or clothing. KEEP OUT OF REACH OF CHILDREN. FIRST AID TREATMENT If swallowed, call a Poison Control Centre or doctor immediately. Do not induce vomiting. If in eyes, rinse with water for 15 minutes. If on skin, rinse well with water.

SHIPPING

Land and sea
NOT REGULATED

LIMITED WARRANTY

TECHNISEAL® warranties this product against manufacturing defects. As TECHNISEAL® has no control over surface preparation and product application, results cannot be guaranteed. The TECHNISEAL® warranty is limited only to the replacement of a product proven to be defective, and will never cover the cost of labour. A proof of purchase will be required for any claim. Notice: User should make sure that this product meets their needs by carrying out a test under anticipated conditions of use on a 0.4 m² (4 sq.ft.) area. In the event that no test was carried out, the warranty will only apply to 0.4 m² (4 sq.ft.).