
THE PERFECT SOLUTION FOR NATURAL STONE
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Edging & Accessories



Contact your local Techniseal® representative, visit techniseal.com or dial 1 800 465-7325 for more details.  
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NEXTGEL™ FORTIFIED HARDSCAPE 
CONCRETE EDGING
• FASTEST & EASIEST installation on the market
• More than 10% extra coverage
• Ideal for permeable installations 
• Smooth, uniform fi nish
• Maximum workability
• Dispersible reinforcement fi bers

NATURAL LOOK (iN) 
MATTE FINISH PAVER PROTECTOR 
PENETRATING SEALER
• Preserves the natural look
• Ideal for slip-prone surfaces
• Stain guard - repels contaminants

COLOR BOOST (CB+) 
MATTE FINISH PAVER PROTECTOR 
PENETRATING SEALER
• Color enhancement
• Ideal for slip-prone surfaces
• Stain guard - repels contaminants

VERTICAL HARDSCAPE ADHESIVE  
• Superior initial grab strength; resists sagging
• Applies easily with applicator gun
• Resists UV and weathering effects
• Solvent-free, low odor, low VOC
• Single-component adhesive

PANEL BASE SYSTEM  
• Replaces up to 136 kg (300 lb) of base aggregates
• Interlocking system
• Panels can be rotated at a 90° angle
• Integrated cutting marks every 7,6 cm (3”)

FOAM ADHESIVE  
• Super-strength hardscape foam adhesive
• Developed for the construction industry
• Precise delivery - No mess, no waste 
• Adjustable bead size
•  Works on wet and cold surfaces
• High-yield content 
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PAVER EDGING NAILS
•  Heavy-duty 10” nails

LOW PROFILE ALUMINIUM EDGING
• Discreet - Low profi le design
• Weather-resistant - Won’t deteriorate
• Flexible - Easy to bend by hand into any curve 
• Each section is 8’ 4” long and 5/8” tall.

8-FOOT PAVER EDGING
•  Easy snap connection
•  Can easily be cut on the ground
•  1 5/8” high

THE FIRST POLYMERIC JOINTING  PRODUCT 
SPECIFICALLY DEVELOPED  FOR NATURAL STONE
• For residential, commercial, industrial and  public projects
 where mechanical compaction  is either not possible or 
 traditionally not used 
• Ideal for fl agstone, concrete and wet-cast  pavers such as  
 imitation of Cobble Stone, highly  textured surfaces, large  
 slabs and porcelain  tiles (when joints are 1/4” or larger)
• For false joints
• Ideal for wide joints from 1/4”-2” with  intersecting spaces
 up to 4”
• The true alternative to mortar, stone dust  and polymeric
 stone dust

NEW JOINTING COMPOUND THAT WORKS UNDER 
WET OR DRY WEATHER CONDITIONS
• For installations carried out on draining base, with  Next
 Base™ foam panels, cement/sand bedding. A porous
 draining base is required for proper installation. 
• Ideal for natural stone, concrete pavers,  wet-cast pavers,
 clay pavers, large slabs  and outdoor porcelain 
• Save unused material for the next job site!
• Ideal for wide joints from 1/8”-2” with  intersecting spaces
 up to 4”
• For walkways, pool decks, patios and  non-vehicular areas
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